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LEGEND

Existing Trees

Existing Elevation Contour

5 Existing Gas Line
=+ Existing Sewer Forcemain
~— w — Existing Water Line

WM Existing Water Meter

Existing Driveway

Existing Fence

+pp Existing Power Pole

@ PROPOSED SEWER GRAVITY MAIN

PROPOSED SEWER FORCE MAIN

4"SA PROPOSED SEWER GRAVITY SERVICE

GENERAL NOTES:

1. NOTIFY SHELBY COUNTY ENGINEERING DEPARTMENT
BEFORE CONSTRUCTION BEGINS.

2. 98% COMPACTION, STANDARD PROCTOR, IS
REQUIRED ON ALL ROAD SUBGRADE, TRENCHES, AND
BUILDING AREAS OF LOTS.

3. LOCATION OF EXISTING UNDERGROUND UTILITIES
ARE APPROXIMATE AND ARE NOT NECESSARILY ALL
OF THE SAME. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR CONTACTING THE APPROPRIATE
UTILITY COMPANY TO DETERMINE THE EXACT LOCATION
OF ALL UTILITIES AND/OR UNDERGROUND STRUCTURES
PRIOR TO THE INITIATION OF ANY CONSTRUCTION.
CONTRACTOR SHALL ALSO ASSUME FULL
RESPONSIBILITY FOR THE DAMAGE TO ANY UTILITIES
ENCOUNTERED WITHIN THE CONSTRUCTION PERIMETERS.
FOR SITE LOCATIONS OF EXISTING UTILITES, PLEASE
CALL 1-800-351-1111.

4. ALL NEWLY CUT AND/OR FILLED AREAS LACKING
VEGETATION SHALL BE SEEDED, FERTILIZED, WATERED,
MULCHED, AND/OR SODDED AS REQUIRED BY SHELBY
COUNTY TO EFFECTIVELY PREVENT SOIL EROSION.

O. ALL EXISTING DRIVEWAYS THAT ARE DAMAGED BY
THE CONTRACTOR SHALL BE REPLACED BY THE
CONTRACTOR BACK TO THE NEAREST JOINT. THESE
REPAIRS SHALL BE COORDINATED WITH SHELBY
COUNTY.

6. CONTRACTOR SHALL PROVIDE CONTINUAL ACCESS
FOR ALL DRIVEWAYS FOR HOMEOWNERS AND
EMERGENCY VEHICLES.

7. ANY NECESSARY WATER RELOCATION SHALL
CONFORM TO SHELBY COUNTY ENGINEERING
DEPARTMENT SPECIFICATIONS.

8. DURING CONSTRUCTION, CONTRACTOR SHALL BE
RESPONSIBLE FOR RELOCATING ANY NECESSARY

WATER SERVICES AND/OR METERS.

9. UNLESS OTHERWISE NOTED, THE CONTRACTOR
SHALL REMOVE ALL BUSHES, TREES, AND STUMPS
FROM THE TEMPORARY AND PERMANENT EASEMENTS.

10. UNLESS OTHERWISE NOTED, ALL BUSHES, TREES,

AND STUMPS SHALL BE REMOVED FROM THE
TEMPORARY AND PERMANENT EASEMENTS.
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